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TITI F 20 dB FLAT RESPONSE DIRECTIONAL COUPLER 



2 01 a 3.5 


General tolerance; 0.5 


gUECTRICRL^CHfiRHCIERlSIICS, 

FREQUENCY RANGE 
IMPEDANCE 
COUPLING C 1 ) 

FREQUENCY SENSITIVITY 
DIRECTIVITY 
INSERTION LOSS 
V.S.W.R. 

AVERAGE POWER 
PEAK POWER 


1.7 - 4.2 GHz 
50 Ohms 

20 dB ± 0.8 dB 

t 0.4 dB 

20 dB mini 
0.4 dB max. 

1 . 25 max . 

50 W CW at 25* C 
3 kW CluS,i;{.; at 25*C 


MECHRNICRL CHRRRCTERISTICS 


CONNECTORS 

TERMINATION (on isolated port) 
MAXIMUM WEIGHT 

ENVIRONMENTRL CHRRRCTERISTICS ; 


N -female per MIL C 33012 
50 D 1 W 
140 g 


OPERATING TEMPERATURE RANGE 
STORAGE TEMPERATURE RANGE 


: - 25* C + 85* C 
; - 40*C 100* C 


Cl) Frequency sensitivity is Included 1n coupling. 



DATE A 
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